HIGH-SPEED AUTOMATIC SAUSAGE LINKING AND HANGING SYSTEM
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The Hitec M3 Linking System offers superior de51gn focused on points
compromised by other systems.
* System Hygiene
* Linking technology optimized for real world conditions
* Easy to understand operator interface
* All aspects of the design improve performance and reliability
* Design to meet the needs of high speed, multi-shift operations
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A redesigned main body

Housed by a completely redesigned main body. all components are very easily accessible. The new "unibody" structure design
of the main body offers exceptional strength but also insures no problems due to water invasion.

Even simpler electrical/mechanical drives

All three functions are controlled independently by separate inverter driven motors offering minimum wear parts as well as
extremely high production rates. Full and easy access offers fast and easy trouble shooting.

Improved electrical design

All electrical components are housed separately in an exclusive stainless steel waterproof box. Due to a much wider door
opening, operations such as parts exchangeing can be performed very easily.

Conveyor Variation

HITEC's linker machines are combined with three kinds of HITEC conveyors, and we can provide a combination with the

conveyor you desire.
COSMO CONVEYOR : is controlled by the air clutch. If you already have a cosmo conveyor, we recommend this type.
HORIZONTAL CONVEYOR : is driven by the servo motor. No more maintenance for the past clutch section is necessary.
SANITARY CONVEYOR : is driven by the servo conveyor and the structure of all the frames are round pipes. Parts that need
to be cleaned can be easily removed, and can be easily cleaned.






